
10.0 25

9.6 24

9.2 23

8.8 22

8.4 21

8.0 20

7.6 19

7.2 18

6.8 17

6.4 16

6.0 15

5.6 14

5.2 13

4.8 12

4.4 11

4.0 10

3.6 9

3.2 8

2.8 7

2.4 6

2.0 5

1.6 4

1.2 3

0.8 2

0.4 1

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30

Metres 0.4 0.8 1.2 1.6 2.0 2.4 2.8 3.2 3.6 4.0 4.4 4.8 5.2 5.6 6.0 6.4 6.8 7.2 7.6 8.0 8.4 8.8 9.2 9.6 10.0 10.4 10.8 11.2 11.6 12.0

Colour Tiles Ramps - Female Ramps - Male Corners

A Jet Black

B Slate Grey

C Steel Grey

B Arctic White

C Light Ivory

D Nut Brown

E Blood Red

F Racing Red

G Tropical Orange

H Canary Yellow

I Lime Green

J Grass Green

K Forest Green

L Ocean Teal

M Sky Blue

N Royal Blue

O Navy Blue

P Mystic Purple

Q Lilac Purple

R Hot Pink

S Baby Pink

T Rose Gold

U Metallic Bronze

V Metallic Gold

W Metallic Silver

TOTAL

Easy Floor Planner
Step one: Design your pattern to scale. Colour in the tiles or use colour codes.
Step two: Tally the tiles of each colour according to your design.
Optional Ramps & Corners: Install edge ramps at floor entrances to ensure a smooth transition between levels. Select either female
(looped) or male (pegged) ramps based on the tile side they will connect to. Attach female ramps to pegged tiles and vice versa.

Need help? Email info@flexspec.com.au or contact our customer support team on 1300 328 003
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